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ZONE| REV | DESCRIPTION | DATE | APPD. (PCB TOLERANCE +0.05) 1.30
| | .
B+0.08 // éV/ © WB1252H-XX X X X X 1
C+0.08 ) M 12 3 4se
- / o) 1.HALOGEN FREE
_ D£0.05 < /I? 2.PIN NO.: 02~12
5 3.PACKING:
— 125 & o ! D ! 0: TAPE & REEL
o M @_ 1: TUBE
- o~ | 4.PLATING —
I _ S : MATT Sn 100~150u"
D N~ B« M- o G : GOLD FLASH
! f bord T: GOLD 3u” ON CONTACT AREA
T ZE - 5.COLOR
! N : NATURAL
A+0.1 E B : BLACK
080 ‘ ° Wur\rrth M
_2.85 | O Nome 2
PIN NO. Dimensions
A B c D E F G
2 |765| 385 | 285 | 1.25 | — | 595 | 5.07
F+0.05 1.95 3 |890] 510 | 410 | 250 [ — | 7.20 | 6.32
: 4 |1015] 6.35 | 535 | 3.75 | 2.50 | 8.45 | 7.57
G*0.05 5 |[11.40] 760 | 660 | 5.00 | 3.75 | 9.70 | 8.82 —
E40.05 1.85+0.05 6 |12.65| B.85 | 7.85 | 6.25 | 5.00 | 10.95 | 10.07
: 7 |13.90] 10.10 | 9.10 | 7.50 | 6.25 | 12.20 | 11.32
8 |1515] 11.35 [ 10.35 | 8.75 | 7.50 | 13.45 | 12.57
9 [16.40] 12.60 | 11.60 | 10.00 | 875 | 14.70 | 13.82
—] 10 [17.65] 13.85 | 12.85 | 11.25 | 10.00 | 15.95 | 15.07
1 b 12 [20.15] 16.35 | 15.35 [ 13.75 | 12.50 | 18.45 | 17.57
o Specificati 3
o 0 _ () 0 pecifications
g 3 [;] ! M o § <+ 1. Current Rating : 1A AC,DC
H < C_I | g I N 2. Voltage Rating : 125V AC,DC
S 0.90 | Q M 4 3. Contact resistance : 30mQ Max.
o — _A; 4. Insulation resistance : 100MQ Min.
H E E ‘% \&© 5. Withstanding Voltage : 500V AC for one minute
Mylar 6. Temperature Range : —40°C ~ +85°C
Q.41 Mylgr LxW Dim. © Solder Tabs | Brass 1 E—
9-10 PIN / 12.0mm* 4.4mm S -
6-8 PIN / 9.0mm* 4.4mm Terminal PBS 1 —
4-5 PIN / 6.0mm* 4.4mm C] 1 | Insulator High—Temp Thermoplastic 1 —_—
2-3 PN / 3.6mm* 4.4mm No.| Part Name Material Qty Finishing |4
TOLERANCE UNLESS
éiﬁ& Hn_ {,\%- F&/\ é‘] DESIGN Jeff SCALE OTHERWISE STATED(mm) PART NAME WTB WAFER 1.25mm PITCH
n L‘ DRAWING Jeff UNIT mm 0 +0.50 PART NO WB1252H—XXXXXX
‘.) Dawning Precision Co.,Ltd. CHECK | Jeff SIZE | a4:210%207 |29 £0.25/ " DRAWING NO
TEL: 886—2-82271388 FAX: 886—2—82272198 APPROVAL| Honda | VERSION| 01 ANGLE +2° DATE 2020.03.26
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機構名稱、機構部門、日期


